Pin Header
Dual Row SMD Type
SDC Series

Pro

RoHS Compliant,

Components Pitch: 2.54mm

Recommended s =11)8.

P.C. Board SMD Layout

JET’L

2.54 X No. of Positions +0.3

Current Rating: 3 Amps

Insulator Resistance: 1000 Megohms min.

Contact Resistance: 20 m ohms max.

Dielectric Withstanding: AC 600V

Operating Temperature : -55°C ~ +105°C

Contact Material: Brass

Insulator Material: Polyester, UL 94V-0, Nylon-6T
Contact Plated: See Option / Standard = Full Gold Flash
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ﬁ & Pllease spegify the A, C, & D dimensions, a 2 digit code .
®158 . ‘ ‘ will be provided upon ordering. ﬁalp ?lptlcon
0.64 SQ.Pin 1 | J Post Option: il =No . ap
+ 0. - ) P = Plastic
A£0 1—Qw% Nil = w/o Alignment Pin
2.54 X No. of Contacts - 5.08 +0.20 A = with Alignment Pin
2.54 X No. of Concacts - 2.54 + 0.25 \—JD +0.25 Contact Plating

Example: SDC-12-0.95-5.84-7.36-AGPB
with 12pins, A= 0.95, C= 5.84, D= 7.36

. Gold Plated On Contact Area . . General Tolerance
Full Gold Plating Tin Plated on Solder Arca Full Tin Plating
* Contact X.+£0.50 X x5°
}(’)lat}ng G : Gold Flash S: Gold Flash T: Tin 100u” X +0.20 X 42
ption G10: Gold 10u” S10: Gold 10u” - -
G15: Gold 15u” S15:Gold 15u” XX £0.10 XXt 1
G30: Gold 30u” S30: Gold 30u” Units : mm Rev. No. : PZ04




